DMS [ 904

P.'0. Box 1296, Reading, PA 19603; Telephone 215/921-5000; TWX No. 510-651-0677

'MATERTAL SAFETY DATA SHEET
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MSDS ACCESS NUMBER | DATE ISSUED ] ISSUED BY | EMERGENCY PHONE NUMBER.

""" | e | 8 AM-5 PM (215) 921-5000

25 | 10/15/82 }T. Concaxmon } After 5 PM-Chemtrec 800-424-3300

. - B ; R : T e
T1. IDENTIFICATION OF MATERIAL
CHEMICAL NAME : — | CHEMICAL FAMILY: . o
"~ Beryllium Copper Elemental Copper and Berylllun
TRADE. NAVE : _ FORMULA )

Berylco 25 B - Alloy
11, HAZARDOUS CONSTITUTENTS ‘ -

GaS [ RIECS - T PERENT | OSHR PEL
NUMBER NUMBER. COMPONENT(S) ' (Nominal) PPM MG/M3
7440-50-8 | GL 5375000 Copper - 97.5 1
7440~41-7 DS 1750000 Beryllium | 2.0 *See Sec., V .002 TWA
7440-48-4 | GF 8/50000 Cobalt 0.2 0.1
7440-02-0 QR 5950000 Nickel Trace 1

Iron Trace
| f

11¥. PHYSICAL DATA _ '

FREEZING POINT: NA : .{ VAPOR PRESSURE (rmHg):
MELTING POINT: 1800°F (Liquidus) | VAPOR DENSITY (AIR=1):
BOILING POINT: NA SPECIFIC GRAVITY (HZ2G=I):
SUBLIMES (@: SOLUBILITY IN WATER =
EVAPORATION RATE: - % VOLATILES BY VOLUME:

Solid ~ Brass Color

IV. FIRE AND EXPLOSION TAZARD DATA

FLASH POINT (WITH TEST METHOD) — T FIAMABIE (EXPLOSIVEY LIMITS V/VE
NA | LEL: {UEL: 8

EXTINGUISHING

MEDTA

SPECIAL FIREFIGHTING

PROCEDURES

UNUSUAL FIRE AND
EXPLOSION HAZARDS

BOE-C6-0189147



V. HEALTH HAZARD

DATA
i ACUTE :
TOXICITY AND | :
EFFECTS OF | CHRONIC: Possible Chronic respiratory disease
QVEREXPOSURE | . TLV Be .002 mg/M3 Be .005 mg/M3 Ceiling
| Be (peak for max. 30 min.) .025 mg/M3
EVER(ENCY AND z , ,
FIRST AID i ~ Get medical attention for persistent cough
PROCEDURES |
VI. REACTIVITY DATA - T o
"~ (ENERAL REACTIVITY Stable
 TINCOMPATIBILITY - _
) (MAIERIALS TO AVOID) S
HAZARDOUS DECOMPOSITION
PRODUCTS
- HAZARDOUS S
POLYD*':‘RIZATION | Will not occur o T i
~VII. SPILL PROCEDURES/DISPOSAL REQUIREMENTS
_=STEPS 10 BE TAREN [ __ ] T
IF MATERIAL. IS NA
;.;“"RELEASED OR SPILI_ED :
'_ . ‘WAS'IE DISPOSAL, A e _ - . B _ . N
_ METHOD .

" VITI. SPECTAL PROTECTION INFORMATION

- |

X VENTILATION

Local exhaust should be used when dust mist, or Et.me is

generated.

LRESPIRATORY
" PROTECTION

limits be exceeded.

_Use NIOSH approved respirator for beryllium should exposure N

T PROTECIIVE
GLOVES

~ Recommended to av01d
cuts :

Eye

'} Protection

Recorrmended when
machmlng or meltmg

EQUIPMENT |

_ TOTEER PROIECIIE | .

SPECTAL PRECAUTIONS

" “HANDLING AND STORACE -
PRECAUTIONS

PRECAUTIONARY
LABELING

X.

SHIPPING REQUIREMENTS

SHIPPING
NAME

Beryllium Alloy

I&.NTIE‘ ICATION

NA

HAZARD
CLASS

NA

r
| NUMBE
-
I

LABIE (S)
REQUIRED |

Beryllium Alloy”

BOE-C6-0189148



